
ELECTRIC

www. .com  | Issue 2022-05-09 | Subject to technical change without notice. Errors and omissions excepted.

PRODUKTDATEN
Abmessung L x B x H 395 x 340 x 468 mm
Sägeblatt Ø 210 mm
Sägeblatt-Drehzahl 5000 min-1

Neigungswinkel 1 x 45°
Gehrungswinkel 45° links bis -45° rechts
Schnittbreite/ -höhe: 90° / 90° 120 x 60 mm
Schnittbreite/ -höhe: 45° / 45° 80 x 35 mm
Rasterstellung im Drehteller bei 45-30-22,5-15-0-15-22,5-30-45°
Motor 220 – 240 V~
Motorleistung 650 – 750 W

LOGISTICAL DATA
Weight net / gross 13 / 16.7 kg
Packaging dimensions 605 x 400 x 395 mm
Article number 5901214901
Barcode 4046664069119
20 Container 288 pcs
40 Container 588 pcs
40 HQ Container 620 pcs

HM90SLHM90SL

SPECIFICATIONS
Dimensions L x W x H 680 x 520 x 350 mm
Blade Ø Ø 216 mm
Motor speed 5200 min-1

Bevel type 1 x 45°
Mitre capacity 47° left/ - 47° right
Diameter extraction connection 32 mm
Cross cut at 90° / 90° 300 x 65 mm
Cross cut at 90° / 45° 200 x 65 mm
Cross cut at 45° / 90° 300 x 38  mm
Cross cut at 45° / 45° 200 x 38 mm
Mitre slots 0-15-22,5-31,6-45°
Motor 220 – 240 V~
Input 2200 W

8″ SLIDING CROSS-CUT MITRE SAW  
INCL. 2nd SAWBLADE
• Wide cutting width of 300 mm
• Saves space, thanks to fixed guide rails
• Particularly lightweight, thanks to high-quality aluminium housing
• Very precise cuts, thanks to parallel guides
• High-performance 2200 W motor
• Built-in laser for precise cutting along the cutting edge
• Can be adjusted from -47° to +47° to ensure efficient work practices
• Built-in LED to illuminate the work area 
• Extra long, 5 m blue power cable
• Includes carbide saw blade with 48 teeth and 60 teeth
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LED and Laser


