
Light-on when environment brightness
lower than 7lux.
Detection distance:5-8m

Installed under unobstructed condition,otherwise solar panel 
can’t be charged by sun in the daytime.
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mounting screws not included
mounting screws not included
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DNK - Klasse III: Lampen er kun beregnet til 5V.
SWE - Klass III: Lampan är endast beräknad till 5V.
NOR - Klasse III: Lampen er kun beregnet til 5V.
ISL - Flokkur III: Ljósið er einungis ætlað fyrir 5V.  
NLD - Klasse III: Het armatuur is alleen berekend voor 5V.
FRA - Classe III: La lampe n’est prévue que pour une tension de 5V.
DEU - Klasse III: Die Lampe ist nur für 5V ausgelegt.
GBR - Class III: The lamp is only suitable for 5V.
ESP - Clase III: La lámpara está diseñada solamente para 5V.
PRT - A làmpada é adequada só para 5V.
ITA - Categoria III: La lampada è adatta a funzionare solo con una 
tensione di 5V.
FIN - Valaisin sopii ainoastaan matalajännitteeseen (5 V)
POL -
HRV - Klasa III: Svjetiljka je prikladna samo za 5V. 
ESP - Klass III: Valgusti sobib ainult 5V pingega.
LVA -
LTU -
SVK - Trieda III: Lampa je vhodná iba pre napájanie 5V.
HUN - III. kategória: A lámpa csak 5 V feszültséggel használható.
ROM - Clasa III: Lampa este facuta doar pentru 5V. 
CZE - 
SVN - Razred III: Svetilka je primerna le za 5V.
GRC - µ   III:    µ   5 

.
TUR - Sinif 3: Bu ürün sadece 5  voltluk ampüllerin kullanilmasina göre 
hesaplanmistir.
BGR -  III:      5 .
SRB - Klasa III: Lampa je pogodna samo za 5V.  
RUS -  III:      5 . 

  :     5  .

DNK - Monteringsvejledningen må ikke bortkastes.
SWE - Kasta inte bort monteringsvägledningen.
NOR - Monteringsveiledningen må ikke kastes.
NLD - Gooi de monteerinstructies niet weg.
FRA - Merci de garder l’instruction de montage.
DEU - Die Montageanleitung bitte aufbewahren.
GBR - The mounting instruction must not be discarded.
ESP - No desechar la instrucción de montaje.
PRT - As instruções de montagem não devem ser descartadas.
ITA - Le istruzioni di montaggio non devono essere gettate via.
FIN - Älä hävitä asennusohjetta.
POL -
HRV -
EST - Paigaldamisjuhendit ei tohi ära visata.
LVA -
LTU -
SVK -
HUN - A
ROM -
CZE -
SVN -
GRC -
TUR - r.
BGR - 
RUS - .

     .
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INSTRUCTIONS

Please read these carefully before attempting to instal this fitting.It is advisable to keep these instructions
 in a safe place for future reference.If this fitting is installed by a contractor,the contractor should ensure
that the customer has a copy of these instructions.

SENSOR SPECIFICATIONS

Voltage:                                 5V charge by solar panel

Time on:                                N
Lux operation:                     More than 50lux turn off, less than 7 lux turn on

A
Manual override:               NA
Max.detection range:  Up to 8 meters approx.depending on weather conditions 

and mounting height.NOTE!The 8m detection range 
appliers when a person is walking across the detection 
area,not working towards the sensor.If a person is walking 
towards the sensor and 1.5m to the left or right of it,the 
detection range is typically between 4m and 6m. 

Mounting height:              1.8 to 2meters approx.
Ambient operating temp.ranger: -20°to+40°Celsius

OPERATION
Normal Power-up

Under the less than 7lux,When people walk through,and the distance is max 8m,
the lamp will turn on.When the lux is more than 7 lux,the lamp will turn off.     
Moreover,when the lamp is turning on,after 45S±5S,nobody walk across,the lamp 
will turn off automaticly. 

Angle of detection:           100degrees


