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HP1400SHP1400SPETROL PETROL

EXAMPLES OF USE
SUITABLE FOR

House construction Road construction Construction site Manual work Landscaping

PRODUCT DETAILS
13000 N  

Compaction force
25 m/min  

Travel speed
5900  

vibrations/min
Vibration

25 cm 
Compaction depth

490 x 320 mm 
Plate size Robust Transportable Compact design

Compacting using the vibrating plate 
prevents the substrate subsiding.

The HP1400s is also suitable for 
compacting different materials.

Easy start using
pull starter

Inclines up to 20° are
easily possible

Vibration
resistant handle

Durable, thanks to V-belts
being protected on all sides

Includes rubber mat for
paving work

HP1400SHP1400S

Powerful 2.0 HP engine

High-strength 
steel base plate

Wheels

13 kN PLATE COMPACTOR
• Plate size: 490 x 320 mm
• Compacting pressure: 13000 N
• High feed speed - to increase work performance
• Including travel fixture for transport also by one person
• Including black rubber pad for paving
• Automatic feed - still allows the user trouble-free intervention in the direc-

tion of movement

IN
C

L
U

D
E

D

SPECIFICATIONS
Dimensions L x W x H 1100 x 400 x 500 mm
Plate size 490 x 320 mm
Compaction force 13000 N
Travel speed 25 m/min
Compaction depth 25 cm
Capacity 79 cm3

Engine 2.0 HP; petrol

LOGISTICAL DATA
Weight net / gross 48 / 50 kg
Packaging dimensions 650 x 370 x 430 mm
Article number 5904615903
Barcode 4014915230212
20 Container 216 pcs
40 Container 432 pcs
40 HQ Container 432 pcs

RUBBER PAD
black

Article number: 5904605012
Barcode: 4014915092667

OPTIONAL ACCESSORY


