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SPECIFICATIONS
Dimensions L x W x H 360 x 146 x 235 mm

Rod electrode 1.6 – 4.0 mm

Tungsten electrode 1.0 – 4.0 mm

Welding current 15 – 160 A

No-load voltage 93.4 V (MMA) / 13.3 V (TIG)

Motor 230 V~ / 50 / 60 Hz

WIG1000-MWIG1000-Multiulti

LOGISTICAL DATA
Weight net / gross 7.6 / 8 kg

Packaging dimensions 421 x 251 x 277 mm 

Article number 5906611901

Barcode 4046664151234

20 Container 1000 pcs

40 Container 2000 pcs

40 HQ Container 2200 pcs
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160 A DIGITAL MULTI WELDING MACHINE  

•	 Combined unit for TIG & MMA welding

•	 TIG inert gas welding for precise welds 

•	 Suitable for steel and stainless steel

•	 MMA welding: universal welding process; popular with DIY enthusiasts because 
only one power source and the welding electrode are needed, no inert gas

•	 Welding current can be continuously adjusted from 15 to 160 A

•	 Compact design and easy to transport, thanks to carrying handle and  
a weight of only 7.6 kg

•	 Delivery contents: TIG hose set 2.5 m, earth cable 2 m

Continuously 
adjustable 
current

Peak current 
of 160 A

Article number: 7906619701
Barcode:  4014915228059

OPTIONAL ACCESSORY

WELDING ELECTRODES KIT 
25 pcs Ø 3.2 mm and  

25 pcs Ø 4.0 mm

22x 25 pcsx 25 pcs

AUTOMATIC WELDING SHIELD

Article number: 
7906602701
Barcode:  
4046664073680

Article number: 
7906616701
Barcode:  
4014915225843

Article number: 
7906617701
Barcode:  
4014915225836

OPTIONAL ACCESSORIES

AWH380 AWH500BLAWH500FL

WIG1000-MWIG1000-Multiulti ELECTRIC

EXAMPLES OF USE 
SUITABLE FOR

Stainless steel 
(balcony railing)

Iron  
(garden fence, grill)

Steel  
(steel construction)

WELDING 
PROCESSES

MMATIG

PRODUCT DETAILS
Pulse welding 2-stroke – 4-stroke

Spot time welding

SPOT
TIME

Overheating protection

Lightweight Transportable

A strong partner for the  
workshop and mobile working.

Transport handle

Housing slots for
ideal cooling

Thermal sensor 
with control light

LCD display

User-friendly 
operation


