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Installation/ Assembly and Maintenance Instructions for FLAT 
flat rainwater tank 

 

FLAT S 

1.500 L 

3.000 L 

4.500 L 

6.000 L 

7.500 L 

9.000 L 

FLAT M 

 3.000 L 

6.000 L 

9.000 L 

12.000 L 

FLAT L 

5.000 L 

10.000 L 

15.000 L 

20.000 L 

  

Order no. 295120 

Order no. 295121 

Order no. 295122 

Order no. 295123 

Order no. 295124 

Order no. 295125 

 

Order no. 295115 

Order no. 295116 

Order no. 295117 

Order no. 295118 

 

Order no. 295126 

Order no. 295127 

Order no. 295128 

Order no. 295129 

 

 

   

It is essential that you observe the points 
described in these instructions. Failure to 
do so will invalidate all warranty claims. 
For all accessory articles ordered from 
4rain, separate installation instructions 
are provided in the transport packaging.  

Should any instructions be missing 
please request these from us without 
delay. 

It is essential that you inspect the tanks 
for possible damage  before installation. 

You can download missing instructions 
from www.4rain.eu or request these from 
GRAF. 
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1. General Notes 

1.1 Safety 

Observe the relevant accident prevention regulations of the trade associations according to BGV C22 
during all work. Particularly for inspecting the tanks a second person is required for safety reasons. 

Furthermore, observe the relevant regulations in respect of installation, assembly, repair, maintenance, 
etc. You will find relevant information in the respective sections of these instructions.  

During all work on the system or parts thereof always shut down the entire system and secure it against 
unauthorised re-starting. 

Always keep the tank cover closed except when working in the tank. Otherwise there is a high risk of 
accident.  

4rain offers an extensive assortment of accessory parts which are all matched to each other and which 
can be extended to complete systems. The use of other accessory parts can impair the functional reliabil-
ity of the system and invalidate the warranty for any resulting damage. 

1.2 Labelling obligation 

Label all pipelines and tapping positions for service water with the words ñNon-potable waterò in writing or 
in symbols (DIN 1988, Part 2, Section 3.3.2) in order to prevent inadvertent connection to the drinking 
water supply system even after many years. Mix mups, e.g. by children may still occur even in the case of 
correct identification. All service water extraction points must therefore be installed with valves with Child 
proof locks. 
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2. Installation Conditions 

 
 

Coverage heights with shaft extension in the green 
zone. 

The maximum earth coverage from tank shoulder 
ñAò results from the maximum length of the original 
shaft extension and is 780 mm maximum.  

This may not be further lengthened, but can be 
shortened to 400 mm minimum if required. 

The earth coverage over tank cover ñBò is 200 mm  
 

The tanks may not be installed in areas used by 
passenger cars. 

 

The tanks may not be installed in the groundwa-
ter/artesian water. Even if it is expected that 
groundwater/artesian water occurs only occasional-
ly, this must be led off by a drainage facility. 

As the occurrence of groundwater/artesian water 
can be excluded only with difficulty, we recommend 
the installation of a drainage line as a general rule.  

 

400-780 

ñBò ñAò 

maximum. 200 
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3. Technical Data 

 

3.1 FLAT S 
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Tank 1,500 L 3,000 L* 4,500 L* 6,000 L* 7,500 L* 9,000 L* 

Order no. 295120 295121 295122 295123 295124 295125 

Weight approx. 80 kg approx. 160 kg approx. 240 kg approx. 320 kg approx. 400 kg approx. 480 kg 

L (L) 2100 mm 2100 mm 2100 mm 2100 mm 2100 mm 2100 mm 

W (B) 1320 mm 2640 mm 3960 mm 5280 mm 6600 mm 7920 mm 

H (H) 750 mm 750 mm 750 mm 750 mm 750 mm 750 mm 

Hoverall 
(Hges) 

1150-1530 mm 1150-1530 mm 1150-1530 mm 1150-1530 mm 1150-1530 mm 1150-1530 mm 

*including connection kit(s)     
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3. Technical Data 

 

3.2  FLAT M 
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Tank 3,000 L 6,000 L* 9,000 L* 12,000 L* 

Order no. 295115 295116 295117 295118 

Weight approx. 115 kg approx. 230 kg approx. 345 kg approx. 460 kg 

L (L) 2445 mm 2445 mm 2445 mm 2445 mm 

W (B) 1600 mm 3200 mm 4800 mm 6400 mm 

H (H) 1065 mm 1065 mm 1065 mm 1065 mm 

Hoverall 
(Hges) 

1465ï1845 mm 1465ï1845 mm 1465ï1845 mm 1465ï1845 mm 

*including connection kit(s)   
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3. Technical Data 

 

3.3 FLAT L 

 
 
 
 
 
 

Tank 5,000 L 10,000 L* 15,000 L* 20,000 L* 

Order no. 295126 295127 295128 295129 

Weight approx. 240 kg approx. 480 kg approx. 720 kg approx. 960 kg 

L (L) 2445 mm 2445 mm 2445 mm 2445 mm 

W (B) 2100 mm 4200 mm 6300 mm 8400 mm 

H (H) 1335 mm 1335 mm 1335 mm 1335 mm 

Hoverall 
(Hges) 

1735ï2115 mm 1735ï2115 mm 1735ï2115 mm 1735ï2115 mm 

*including connection kit(s)   














