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AB1900AB1900 AB1900AB1900ELECTRIC ELECTRIC

PRODUCT DETAILS
SDS HEX tool mounting 

̶  Tools without key
Impact & 

high stroke frequency

Robust
 

Anti-vibration function

Handle can be freely  
adjusted (tool-free)

Locking function 

Soft-grip Motor output 1600 W 

Plastic case for 
secure and neat 
storage as well as
for transport

Handle adjustable 
by 360° degrees

Easy maintenance 
of the device

The switch can be locked in the ON 
position to ensure fatigue-free work 
even during constant operation.

The AB1900 reliably and effortlessly takes care  
of heavy-duty demolition work.

SPECIFICATIONS
Dimensions L x W x H 674 x 155.3 x 264.3 mm
Impact force 60 Joule
Motor 230 – 240 V~
Input 1900 W

LOGISTICAL DATA
Weight net / gross 16.5 / 22 kg
Packaging dimensions 910 x 205 x 370 mm
Article number 5908206901
Barcode 4046664068594
20 Container 465 pcs
40 Container 960 pcs
40 HQ Container 1120 pcs

60 J DEMOLITION HAMMER
• Powerful 1900 W and an impact force of 60 joules
• The switch lock for continuous operation allows working  

that does not tire you out
• Handle with soft grip allows vibration-free working
• Thanks to the compact and slim design, areas that are difficult to access  

can also be processed
• Including plastic box with wheels, sharp and flat chisel
• Impact force 2000 bpm
• Robust housing, weight 16.5 kg
• Quick and easy tool change via the 30 mm hexagon tool holder

Transport case with wheels

Hexagon
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60 Joule

Softgrip

Easy chisel 
changes

Article number: 3908201108
Barcode: 4046664014287

OPTIONAL ACCESSORIES
FLAT CHISEL
Ø 30 mm, L 390 mm

POINT CHISEL
Ø 30 mm, L 390 mm

Article number: 3908201109
Barcode: 4046664014294

 0
EXAMPLES OF USE

SUITABLE FOR

ConcreteNatural stoneTiles BrickConcrete base

3 m connection cable

360°
Impact force 60 Joule 

Impact rating  
2000 bpm

 


